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toRque ScRewDRiveRS 

 ■ adjustable torque screwdriver 
 ■ accuracy ±6%
 ■ over-torque limiting clutch
 ■ eSD safe (iec 61340-5-1 & en 100015-1)
 ■ 1/4“ hex non-magnetic spring loaded bit holder to avoid damaging sensitive equipment or 

components in electronic applications
 ■ iSo 6789, iSo 1174 
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Ma500-1 0112395 1 1/4 10-80 cnm 138 18.2 28 9.6 195

Ma500-2 0112401 1 1/4 40-200 cnm 157 18.2 28 9.6 260

Ma500-3 0112418 1 1/4 50-450 cnm 171 18.2 32 9.6 306

toRque ScRewDRiveRS 

 ■ Preset torque Screwdriver 
 ■ cam-over torque limiting clutch for repeatability and accuracy 
 ■ 1/4” hexagon 
 ■ non-magnetic spring loaded bit holder to avoid damaging sensitive equipment or 

components in electronic applications (1/4” 6.3 Din 3126, iSo 1174) 
 ■ an adaptor makes it possible to use 1/4” sockets (1/4” 6.3 Din 3120, iSo 1174) 
 ■ accuracy: ±6% 
 ■ Din/iSo 6789, en 26789/1994
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PS501-2 0112432 1 1/4 7-70 cnm 141 18.2 28 9.6 187

TORQUE SCREWDRIVERS

MA500-1 - MA500-3

TORQUE SCREWDRIVERS

PS501-2 




